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ABSTRACT 
The main objective of this system is to detect the environment status of the surrounding. In the past, they 

have separate senor for the Audio and LED blinking which are controlled by wire or cables. By putting multiple 

LED drivers in parallel, an array of RGBLED scan be synchronized to blink, pulse, and breathe, enhancing customer 

experience. Audio feedback is also integrated to show a combined status indication solution with LEDs and audio 

device (Agnus Swarnanisha Lakshmi & Palanivel Rajan, 2016). Then the audio status indication subsystem produces 

an audio tone through a Mixed-Signal Microcontroller 430 to generated PWM signal. The MSP430 is which is used 

for the low powered embedded devices. Featured applications of this project are IP, Clothes Washer and Dryer, Dish 

Washers, Ovens (Microwave and Other), Refrigerators & Freezers, Fire Alarm Control Panel (Dhivya & Kavitha, 

2014). 
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1. INTRODUCTION 

A light-emanating diode is two-lead semiconductor light source. It is a p–n intersection diode in which 

emanates light when initiated (Kavitha & Gayathri, 2015). At the point when an appropriate voltage is connected to 

the leads, electrons can recombine with the electron gaps inside the gadget, discharging vitality in type of photons. 

LEDs have many focal points over radiant light source including lower vitality utilization, longer lifetime and 

enhanced physical heartiness. Littlersize and quicker exchanging (Kavitha & Palanisamy, 2013). Light-radiating 

diode is presently utilized as a part of utilizations as various as avionics lighting, car headlamps or publicizing, 

general lighting and movement signals, camera flashes and lit backdrop. P-N intersection can change over the 

retained light vitality into a relative electric current (Kavitha & Palanisamy, 2012). A similar procedure are turned 

around here (i.e. the P-N intersection emanates the light when electrical vitality is connected to it). 

This marvel is by and large called as electroluminescence, which can be characterized as the outflow of light 

from a semi-conveyor affected by an electric field (Mohanapriya & Vadivel, 2013). The charge transporter 

recombines in a forward-one-sided P-N intersection as the electrons cross from an N-district and recombine with an 

openings existing in the P-area. Free electron is in the conduction band of vitality levels, while the gaps are in the 

valence vitality band (Palanivel Rajan, 2012). In this way the vitality level of the openings is lesser than the vitality 

levels of the electrons. Some segment of vitality must be disseminated with a specific end goal to recombine the 

electrons and openings. This vitality is discharged as the light (Palanivel Rajan, 2015). 

 
Figure.1. Diagram of LED 

Audio Signal: An Audio flag is a representation of sound, ordinarily as an electrical voltage. Sound signs have 

frequencies in the sound recurrence scope of generally from 20 to 20,000 Hz Loudspeakers or earphones change 

over from an electrical sound flag into sound (Palanivel Rajan, 2017). Advanced representations of sound signs exist 

in the assortment of configurations. Sound signs may portray by parameters, for example, the transfer speed, control 

level in decibels and voltage level (Palanivel Rajan & Poovizhi, 2016). The connection amongst power and voltage 

are controlled by impedance of the flag way, which might be single finished or adjusted. Sound flag has to some 

degree institutionalized levels relying upon application. The Outputs of expert blending consoles is most regularly 

alluded to a "mic level"(Palanivel Rajan, 2012). Buyer sound hardware is additionally yield at a lower level. At the 

point when the LED drivers are in a standby state and no LEDs are fueled, every LED driver expends in the vicinity 

of 25 and 37 mA. To cut power from these gadgets and lessen standby spillage from 0.5 µA, the TPS22918 stack 

switch is set between the 5-V control rail and Vcc pins of all the TLC59116 gadgets. 
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Figure.2. Waveform for Audio Signal 

2. WORKING PRINCIPLE 

 A LED is regularly little in the range (under 1 mm2) and coordinated optical parts may use to shape its 

radiation design (Palanivel Rajan, 2014). Showing up as reasonable electronic parts in 1962, the soonest LEDs are 

discharged low-power infrared light. Infrared LEDs was still as often as possible utilized as transmitting components 

in the remote-control circuits, for example, remote controls for a wide assortment of purchaser gadgets (Palanivel 

Rajan, 2012). The principal unmistakable light of LEDs was likewise of low power and restricted to red. Present day 

LEDs are accessible to over the ultraviolet and infrared wavelengths and with high splendor. 

 

Figure.3. Block diagram of LED 

TPS22918: The TPS22918 is the 5.5-V, 2-A heap switch in 6-stick SOT-23 bundle. To decrease the voltage drop 

for low-voltage and high-current rails (Palanivel Rajan & Vijayprasath, 2015). The gadget executes for a low-

resistance in N-channel MOSFET, which diminishes the drop out voltage over the gadget. The gadget have a 

configurable slew rate that the decreases or dispenses with the power supply hang because of the extensive inrush 

streams (Palanivel Rajan, 2015). The gadget is additionally highlights a fast yield release (QOD) stick, which permits 

the design of the release rate of VOUT. Fast yield release is happens once the switch is crippled. The gadget has low 

spillage ebbs and a flow amid shutdown, which is additionally, mitigates spillage for downstream modules amid the 

standby (Palanivel Rajan, 2016). The incorporated control rationale, driver charge pump and yield release FET takes 

out for the requirement for any outside parts, which diminishes the arrangement size and bill of materials (BOM) 

check. 

TPD1E1B04: The TPD1E1B04 is a bidirectional transient voltage of concealment (TVS) based electrostatic release 

(ESD) assurance diode highlighting low RDYN (dynamic resistance) and the low clasping voltage (Shriram 

Vasudevan, 2015). The TPD1E1B04 is appraised to the scatter ESD strikes at greatest level determined in IEC 

61000-4-2 universal standard (level). At that point the ultra-low element resistance (0.15 Ω) and to a great degree 

low clipping voltage (8.5 V at 16-A transmission line beat) guarantee the framework level insurance against in 

transient occasions (Sridevi & Prasannavenkatesan, 2016). This gadget includes a 1-pF IO capacitance making it 

perfect for securing interfaces, for example, USB 2.0. The TPD1E1B04 is offered in the business standard 0402 

(DPY) bundle. 

Single And Double Side PCBs: These PCBs has conductor patterns on one or two sides of a base laminate with or 

without plated through-holes to interconnect two sides (Sukanesh, 2010). They are the work horses of the consumer 

electronics, automotive electronics and the F/microwave industry. They are lowest-cost choice for the consumer 

products. Laminate materials range from resin-impregnated paper for consumer electronics to blends low-loss Teflon 

ΤΜ of RF applications (Sundaravadivu and Bharathi, 2013). 

Multilayer PCBs: These PCBs has one or more conductor layers (usually power planes) buried inside the addition 

to having a conductor layer on the each outside surface (Vasudevan, 2015). 

Application: Some of application used such as IP Phones, Clothes Washer and Dryer, Dish Washers 

Ovens(Microwave and Other),Refrigerators & Freezers, Fire Alarm Control Panel and Security Intrusion Control 

Panel, Heating (Vivek & Audithan, 2014). The Ventilating, Air Conditioning (HVAC) System Controller and 

Remote Network Video Controller (NVR). 

Advantage: To help ensure project achieves then expected environmental benefits with the lower range and it 

consumes the low power. It can be useful for the guiding project progress and low cost. 
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3. RESULT 

Proposed system has deeply embedded the environmental status indication system. Project can be developed 

expand functionality and range by adding other RF forms such as Bluetooth. Wireless sensor retrieval and 

communication via gateway connected to LAN or Internet. Web server is communicating with MCU for easy 

management locally or remotely. 

4. CONCLUTION 

This project is represents an example for systematic approach to assessment of wearable sensors for the 

physiological parameter measurement (Vivek & Palanivel Rajan, 2016). If it fixed in the vehicles such as moving 

robots and then it is used as a public source. By this project the health condition is monitored continuously. In case 

of any trouble, they will be alarmed and protected easily. In future, this project will be enhanced by using wireless 

approach for fast and accurate performance. 
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